APPLICATIONS:

SIZES:

NOTES:

OMG Inc.
4 Commerce Way
Arden, NC 28704
828-676-1700
www.omgroofing.com

FACE
\[\text{MIN} = 3\text{-IN.}\]
\[\text{MAX} = 13\text{-IN.}\]

MIN = 1/2-IN.
MAX = 1-1/2-IN.

FLANGE
MIN = 3-1/2-IN.
MAX = 5-IN.

SEALANT BY OTHERS

MEMBRANE
FASCIA CAP FORMED IN 10-FT. LENGTHS

CONCEALED SPLICE, 4-IN. WIDE

3/4-IN.

BLOCKING BY OTHERS

24GA. CLEAT FORMED IN 10-FT. LENGTHS

FOR FACE SIZES > 5-IN.
PROVIDED @ 2-IN. O.C.
1-1/2-IN. SS RING SHANK NAILS.

1-1/2-IN. SS RING SHANK NAILS.

PROVIDED @ 2-IN. O.C.

SEALANT BY OTHERS

MEMBRANE
FASCIA CAP FORMED IN 10-FT. LENGTHS

CONCEALED SPLICE, 4-IN. WIDE

3/4-IN.

MIN = 1/2-IN.
MAX = 1-1/2-IN.
FOR FACE SIZES > 5-IN.

CONTACT OMG FOR APPROPRIATE RECOMMENDATIONS NEEDED TO MEET/EXCEED

FOR MASONRY APPLICATIONS, PLEASE CONTACT OMG.

ANSI/SPRI/FM4435/ES-1 DESIGN CRITERIA

CONTACT OMG FOR APPROPRIATE RECOMMENDATIONS NEEDED TO MEET/EXCEED

ANSI/SPRI/FM4435/ES-1 TEST PRESSURES UP TO 247 PSF (HORIZONTAL)

SEE DRAWING

FM Approved

2-TESTED IN ACCORDANCE WITH ANSI/SPRI/FM4435/ES-1
THESE APPROVED INSTALLATION DETAILS
1-1/2-IN. SS RING SHANK NAILING FOR
APPLICATIONS:

MASONRY

2-IN.

MAX = 1-1/2-IN.

MIN = 1/2-IN.

MAX = 1/2-IN.

MIN = 1/2-IN.

MAX = 1/2-IN.

MIN = 1/2-IN.

MAX = 1/2-IN.

MIN = 1/2-IN.

MAX = 1/2-IN.

MIN = 1/2-IN.