GUTTER FORMED IN 10-FT. LENGTHS W/ CONCEALED SPLICES, 6-IN. WIDE

2-PIECE EXTRUDED ALUM. BRACKET, 1-IN. WIDE @ 2-FT. OC

SEALANT BY INSTALLER

MEMBRANE

BLOCKING BY OTHERS

1-1/2-IN. SS RING SHANK NAILS, PROVIDED @ 12-IN. O.C.

#14 X 1-1/2-IN. UNIVERSAL FASTENERS, PROVIDED @ 2-FT. O.C.

FACE MIN=5-1/4-IN. MAX=7-3/4-IN.

1-IN.

2-IN.

BOTTOM MIN=5-1/4-IN. MAX=7-3/4-IN.

1-IN.

FLANGE (OPTIONAL) 4-IN. MAX.

1/2-IN.

1/2-IN.

FOR MASONRY APPLICATIONS, PLEASE CONTACT OMG.

CONTACT OMG FOR APPROPRIATE RECOMMENDATIONS NEEDED TO MEET/EXCEED ANSI/SPRI/GT-1 DESIGN CRITERIA

APPLICATIONS
SINGLE-PLY MEMBRANES
MOD BIT
BUR

SIZES:
SEE DRAWING

NOTES:
1—REFER TO ROOF MEMBRANE MANUFACTURER FOR THEIR APPROVED INSTALLATION DETAIL.
2—TESTED IN ACCORDANCE WITH ANSI/SPRI/GT-1.

BOTTOM SIZES ARE PROVIDED IN 1/2-IN. INCREMENTS
(e.g. 5-1/4-IN., 5-3/4-IN., 6-1/4-IN., . . . . )